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POST
DRILL AND TAP ¼"ø  

CAPSCREW ASTM F593

W/S.S. WASHER

SPA. AT AB'T. 9" CTRS.

WELDED GALV. CLOTH

À" x Ë" SQ., WRAP AROUND

BASE ¡ W/ 3" MIN. LAP

TOP OF BASE ¡

ANCHOR ROD

TOP OF

FOUNDATION

SCREEN DETAIL

#4

#4 

TIE TO VERT. BARS

TIE TO VERT. BARS

#4TIE TO HORIZ.

SPIRAL WRAPS 

TIE TO HORIZ.

SPIRAL WRAPS 

#4

#4 

TIE TO VERT. BARS

TIE TO VERT. BARS

BAR ¼ x 1½

TIE TO HORIZ.

SPIRAL WRAPS 

TIE TO HORIZ.

SPIRAL WRAPS 

CENTRALIZER DETAIL NOTES:

EACH LEG SHALL BE TIED TO ONE

VERTICAL BARS & TWO SPIRALS.

SEE SPECIAL PROVISIONS FOR SPACING

REQUIREMENTS.

* CONCRETE COVER - MINUS ½"

SPIRAL REINF. (TYP.)

SPIRAL REINF. (TYP.)

LENGTH OF

WELD

1"
SPIRAL BAR

LS(E)

WELDING SHALL MEET THE REQUIREMENTS

OF STD. SPEC. 6-02.3(24)E

FOR WELD DIMENSIONS, SEE TABLE BELOW.

FIELD WELD OR

SHOP WELD

WELDED LAP SPLICE DETAIL

1" LENGTH OF

WELDSPIRAL BAR

LS(E)

WELDING SHALL MEET THE REQUIREMENTS

OF STD. SPEC. 6-02.3(24)E

FOR WELD DIMENSIONS, SEE TABLE BELOW.

FIELD WELD OR

SHOP WELD

WELDED LAP SPLICE DETAIL

¼ Â 4

DEFORMED BAR

#4

WELD DIMENSIONS (IN.)
ES LENGTH (L)

CENTRALIZER DETAIL
EPOXY COAT CENTRALIZER OR

PAINT WITH INORGANIC ZINC

AFTER FABRICATION (OPTION 1)

CENTRALIZER DETAIL
EPOXY COAT CENTRALIZER OR

PAINT WITH INORGANIC ZINC

AFTER FABRICATION (OPTION 2)

* *

SPIRAL TERMINATION
DETAIL

3 WRAPS

OF SPIRAL

SPIRAL BAR

WELDED SPLICE

AT END OF

SPIRAL

VIEW EVIEW F

EF

¼(Ä)


